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Mounting Channel
MC22-C7

STREAMLINED INSTALLATION 

APPLICATIONS
·	 Rolling doors with 2-inch 

double-angle bottom bars

FEATURES
·	 Easy to install
·	 Available in convenient kits
·	 Compatible Miller Edge MC22 sensing edge
·	 1-year warranty
·	 Made in USA

The MC22-C7 mounting channel expedites the sensing edge installation process 
on rolling steel doors with 2-inch double-angle bottom bars. Its innovative design 
saves time and effort for installers, eliminating the need to remove or loosen 
bottom bars to install a sensing edge. With MC22-C7, simply clip the channel onto 
the bottom bars and slide the sensing edge onto the door. This innovative solution 
is a game-changer, making installations quicker and more efficient. The MC22-C7 
mounting channel is compatible with Miller Edge MC22 sensing edge model, 
ensuring seamless integration and optimal rolling steel door performance.
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Contact Miller Edge to ensure compatibility.
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Mounting Channel
MC22-C7

RELATED PRODUCTS

 

MC22 SENSING EDGE

 

TRANSMITTERS/RECEIVERS

 

COIL CORDS

 

RETRACTING REELS

 

JUNCTION BOXES

 

EDGE TESTER

GENERAL SPECIFICATIONS
Color  Black
Length 46-in. (1.17 m)
Weight 1 lb. (16 oz.)
Materials Rigid PVC

OPTIONS
·	 Available in kits with mounting channel and channel clips

INSTALLATION

Mounting Channel

Channel Clip

MC22
Sensing Edge 
(not included)

2-in.  
Double-Angle

Bottom Bars

ASSEMBLY
1.	Trim to fit: Trace the bottom bar profile onto  

the mounting channel and cut to match.
2.	Slide on: Place the mounting channel  

onto the bottom bar. 
3.	Secure: Lock the channel in place  

with the channel clip for a solid, reliable fit. 
4.	Add the edge: Slide the MC22 sensing edge 

onto the mounting channel. The installation is 
complete—without loosening the bottom bars.

DIMENSIONS
0.5-in. (13 mm)

0.15-in.  
(4 mm)

0.45-in.  
(11 mm)

0.13-in. (3 mm)0.47-in. (12 mm)

4.05-in. (103 mm)

1.31-in. (33 mm)


